JOHNSVILLE

There was a thriving village along the main line, filled with cute little Europearstyle
houses. The mixed train stopped daily, except Saturday and Sunday, providing efficient
service to nearby services and shopping. o

Tourists and sightseerscame by train to ride the Mount Emmot cableway, and enjoy the
food and sights from the Summit Restaurant.

Then, the railroad stopped the passenger service. Fewer and fewer visitors came on the
narrow highway. Gradually the village income went down andhe cute little houses fell
into disrepair.

Now the village is a shadow of its previous self. The stucco on the quaint station is
cracking. Roofs of the houses are badly in need of repair.




Fortunately, the road is still passable, so ew do come to ride the cableway. Traffic has to

slow through the medieval town gate.

Thank Goodness for the Mount Emmot Cableway!




This sets the stage for adding scenery to the Mount Emmot corner module! We acquired
several Europeanstyle houses at tle February PPD meeting, and haé plan for installing
them andadding scerery to the moduleat the April 2015 TECO meet.

Thesedrawing show possible layouwt of Johnsville on the corner module:

CORNER MODULE
JOHNSVILLE ARRANGEMENT

'BUILDINGS TO BE ARRANGED BETWEEN INSIDE TRACK, MOUNT EMMOT CABLEWAY BASE, AND BACK OF MODULE. NUMBERS ON DIAGRAM IDENTIFY BUILDINGS.
SEE BUILDING LIST FOR BUILDING IDENTIFICATION AND DIVENSIONS. BUILDINGS MAY BE REARRANGED TO FIT AVAILABLE SPACE.

DINGS, EMMOT ANDTOMISS

INSTALL VILLAGE WALL 1)




MOUNT EMMOT CORNER MODULE
ALTERNATE BUILDING LAYOUT

A Summit cable station is 33" from base station end.
Base cable station is 1 1/2" from base station end.
C =368 1/2 x 1/4 pressed board base is placed as close as possible to back of module.
28 1/4 inches between facing sides of base and skmmit supports.
D - Structure dimensions are shown on JVILLE04.SKF
E - Ancient gate and wall moved to front left 24" section. Roadway location adjusted.

IVILLEO3 SKF DRAWN 3202015 REVISED 3212018

The second layoutvas more practical. Theancient gate and fence fit better on the 24 inch
side of the module away from the cableway base statian

On the morning of April 25, 2015 we started. First the roadway was installed. That was
the basis for locating the buildings. Next, the buildingser e A d r yhénithe kyowut 0
was deemed okay, they were secured with wood glue.
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Johnsville after roads and houses

During the show, we tried to get the Boy Scouts interested in scenery installation. It was a
hard sell, as they wereoncentrating on completing their railroad merit badge
requirements. When a group of scouts came by, we demonstrated scenery techniques.




In the meantime, Jerry Hansz did some scenery work. Here he is installing a dirt road,
using a homemade dirt speader.

mpleted road

The co

Spreading sifted dirt

Wetting grass with scenery cement

A couple of scouts did try their hand Adding a structure



